
Part  

Number
AIR-AP1572EAC-S-K9

Description 802.11ac Outdoor AP, External Antenna, AC-power, S Regulatory Domain

Features

4x4 MIMO with three spatial streams 

(3SS)  Maximum Ratio Combining (MRC)  

802.11ac Beamforming

20-, 40-, and 80-MHz channels

PHY data rates up to 1.3 Gbps (80 MHz with 5 GHz)  

Packet aggregation: A-MPDU (Tx/Rx), A-MSDU

(Tx/Rx)

802.11 Dynamic Frequency Selection (DFS)  

Cyclic Shift Diversity (CSD) support

Interfaces

WAN port 10/100/1000BASE-T Ethernet, autosensing (RJ-

45)  LAN port 10/100/1000BASE-T Ethernet, autosensing 

(RJ-45)  Fiber SFP

Cable modem: NA-DOCSIS3.0/Euro-DOCSIS3.0/Japan-DOCSIS3.0 (8x4, 16x8, or 

24x8)  Management console port (RJ-45)

Four multicolor LEDs  

Reset button

Dimensions  

(L x W x H)
11.8 x 7.9 x 6.3 in. (30.0 x 20.1 x 16.0 cm)

Weight 13.5 lbs. (6.1 kg)

200+

Countries we Sold

18,000+

Customers Trusted

$20,000,000

Inventory Available

50%-98%

Off Global List Price

100%

Safe Online Shopping

AIR-AP1572EAC-S-K9
Datasheet

Get a Quote

Overview

Want to Buy

Order Now Get a Quote

Why gntme.com

As a leading network hardware supplier, Router-switch.com focuses on original new ICT equipment of Cisco,  

Huawei, HPE, Dell, Hikvision, Juniper, Fortinet , etc.
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● Contact:- +971 4 2409 998
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